23105 Kashiwa Court Torrance, CA 90505
Phone: (800) 579-4875/ (310) 534.1505
Fax: (310) 534.1424

E-mail: webmaster@ledtronics.com
Website: www ledtronics.com

LEDTRONICS, INC:

E I @
THE FUTURE OF LIGHT®

Luminaire Photometric Report

Polar Candela Distribution
Filename: PAR20-66-TPW-120AND - 180°170°160° 150° 140°
Manufacturer: LEDTRONICS - o
Luminaire: WITH CLEAR LENS,120YAC,4.2'W
Luminaire Cat: PAR20-66-TPW-1204ND 243 20
Lamp: . LUMEN RATING: 126.9Lms. 187
Lamp Output: 1 lamp(s), rated lamp lumens: 126.9 125 110°
Max Candela: 374.0 at Horizontal: 0, Yertical: 0 .
Luminous Opening: Point 62 100
Tesk: 10-28-09 CD: 0 90°
Flood Summary 62 80°
Efficiency Lumens Horizontal Spread Vertical Spread 125 700
Field (10%): 52.9% 67.1 02.2 02.2 187 -
Beam (S0%): 17.1%  21.7 19.3 19.3 B o
Total: 100% 126.9 312 cgo
Illuminance at a Distance ‘ 374
Center Beam FC Beam Width ! B -0°H VAIDS  10SS 20
17R 134.64 fc 0.6ft
33.66 fc 1.1ft
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MWO.1fc 0.07fc = 0.04 fc Mount height: 10ft
W0.09fc MO0.06fc W 0.03fc Total LLF: 1
WO0.08fc 0.05fc  WMS0% Max Candela
Distance in units of mount height




