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Luminaire Photometric Report Polar Candela Distribution _1
Filename: PAR38-12X2W-XIW-001N 2,878 180° 170° 160° 150 140-".‘-| R
Manufacturer: LEDTRONICS - 1300
Luminaire: WITH LED LENS, 120YAC,15.3W e e
Luminaire Cat: PAR38-12X2W-XIW-001N 5919 1200
Lamp: . LUMEN RATING: 579.7Lms. 4,439
Lamp Output: 1 lamp(s), rated lamp lumens: 579.7 5,959 110°
Max Candela: 8,878.0 at Horizontal: 0, Vertical: 0 '
Luminous Opening: Point 1,480 S
Test: 5-12-10 CD: 0 90°
Flood Summary | | 1.480 n 30°
Efficiency Lumens Horizontal Spread Vertical Spread | 2,359 700
Field (10%): 62.2%  360.7 22.2 22.2 4.439
Beam (S0%): 28.3%  164.1 10.7 10.7 e o
Total: 100% 579.7
7.398 U 50°
Illuminance at a Distance - S
Center Beam FC Beam Width ®-0°H YA:0°  10° 20° 30°  40°
1.7 3,196.08 fc 0.3ft
3.3R 799.02 fc 0.6ft
: Isofootcandle Plot "’
c.0R 355.12 fc 0.9ft ! 0 B
6.7R 199.76 fc 1.3ft i
10.0R 88.78 fc 1.9ft
M Beam Spread: 10.7°
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W20fc 25Ffc = 0.2fc  Mount height: 10ft
Wi0fc W1fc W0.1fc  TotalLLF: 1
BWSfc 0.5fc  WMS0% Max Candela

Distance in units of mount height




