NOTES:
1. ALL DIMENSIONS ARE IN INCHES [MILLIMETERS];
2. SLEEVE MATERIAL / COLOR: RYNITE / GREEN
3. BASE MATERIAL: BRASS, NICKEL PLATED BRASS

ELECTRICAL-OPTICAL CHARACTERISTICS (Ta = 25°C)

<table>
<thead>
<tr>
<th>LEDTRONICS PART NO.</th>
<th>COLOR Emitted</th>
<th>INPUT VOLTAGE, V (typ)</th>
<th>CURRENT (A)</th>
<th>POWER (W)</th>
<th>TOTAL LUMENS</th>
<th>EFFICACY (lm/W)</th>
<th>λ, P nm</th>
<th>REPLACES INCANDESCENT</th>
</tr>
</thead>
<tbody>
<tr>
<td>EXL-G-011A</td>
<td>AQUA GREEN</td>
<td>120Vac 0.018–0.022 A</td>
<td>2.20 W (2 BULBS)</td>
<td>–</td>
<td>–</td>
<td>–</td>
<td>503</td>
<td>15T6</td>
</tr>
</tbody>
</table>

- PROPRIETARY -
This document contains Proprietary Information of LEDTRONICS, INC. It may not be copied, used or disclosed for any purpose without the prior express written consent of LEDTRONICS, INC.

JOXX ± .010 TOLERANCE PER ANS-Y14.5
JOXX ± .025 (UNLESS OTHERWISE STATED)
ANGLES ± 0.30° (FRAC. ± 1/32)

RoHS COMPLIANT
2002/95/EC

REVISION NOTIFICATION

□ DLC
□ UL/ETL
□ MADE IN USA
□ CUSTOMER
□ OTHER

REDLINE CHECKLIST

□ REDLINE(YES)
□ DATE: ____________
□ INITIATED BY: ____________
□ ECR REQUIRED YES □ NO □
□ WORK ORDER # ____________